
Chemicaliën Turbo Liner® aromatische polyurea

Acetone A

Brake Fluid B

CLOROX®, 10% NR1

Dimethyl Formamide NR

Gasoline, unleaded A

Hexane A

Hot tub water B

Hydraulic oil A

JEFFAMINE® D-400 NR

Methanol A

5% Methanol/gasoline A

Motor Oil B1

Propylene carbonate C

Sodium hydroxide, 5% A

Sodium hydroxide, 10% A

Sodium hydroxide, 25% A

Sodium hydroxide, 50% B1

Sulfuric acid, 5% A

Sulfuric acid, 10% B

Sulfuric acid, 50% NR

Sulfuric acid, concentrate NR3

Vinegar, 5% acetic acid A

Water A

Sodium Hypochlorite, 10% A1

Sodium BiSulfite, 40% A

A - Geen zichtbare schade 1 -  Enkel wat verkleuring

B - Kleine cosmetische schade 2 - Gebromeerd water

C - Minimale zwelling, verkleuring, scheuren 3 - Minder dan 24 uur blootgesteld aan

NR - Not recommended

CODE OMSCHRIJVINGEN EN CHEMISCHE EFFECTEN

TURBO LINER polyurea producten

Chemische resistentie informatie en testresultaten


